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Valego Nest Systems for Layers from Volito

 Available as floor nest and integrated nest in aviary systems
 Versatile common platform provides a wide range of options
 Easy installation and maintenance
 Smart Click&Fix of nest walls and roofs

High Quality Materials Valego Accessories 
 Walls and roofs from durable film faced

plywood
 Self-cleaning AstroTurf® pads
 Galvanized steel frame assembled with

TAPTITE® screws
 Stainless steel adjustable legs

 Drive units (variable speed)
 Return units (classic or with brush)
 Collection tables
 Conveyors
 ElevatorsAstroTurf® and TAPTITE® are not owned or licensed by CTB, Inc. and are the sole property of their respective owners.

• Available as a floor nest and as an integrated nest in aviary systems
• Versatile common platform provides a wide range of options
• Easy installation and maintenance
• Smart Click & Fix of nest walls and roofs

High-Quality Materials 
• Walls and roofs from durable film-

faced plywood

• Self-cleaning AstroTurf® pads

• Galvanized steel frame assembled 
with TAPTITE® screws

• Stainless steel adjustable legs

Valego Accessories 
• Drive units (variable speed)

• Return units (classic or with brush)

• Collection tables

• Conveyors

• Elevators

VOLITO™  
Valego Nest Systems
for Layers

Count on Chore-Time for 
experience, reliability,  
performance and confidence.
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Valego TDE Nest System 
 Torque drive expulsion system
 Nest section dimensions

o TDE-43: 2400 x 1420 mm
o TDE-49: 2400 x 1540 mm

 Nest space, KAT regulations compliant
o TDE-43: 1185 x 445 mm, 2.11 m2

o TDE-49: 1185 x 500 mm, 2.37 m2

 Rear rollaway: 2 x 250 mm egg belt
 Egg belt: perforated or woven
 Expulsion panel: single or multiple
 Roof: single or multiple

Valego RDE Nest System 
 Rack drive expulsion system
 Panel follows the slope of the nest pad
 Nest section dimensions

o RDE-49: 2400 x 1540 mm
 Nest space, KAT regulations compliant

o RDE-49: 1185 x 500 mm, 2.37 m2

 Rear rollaway: 2 x 250 mm egg belt
 Egg belt: perforated or woven
 Roof: single or multiple

Valego MFE Nest System 
 Moveable floor expulsion system
 Nest section dimensions

o MFE-52: 2400 x 1585 mm
 Nest space, KAT regulations compliant

o MFE-52: 1185 x 520 mm, 2.46 m2

 Front rollaway: 2 x 250 mm egg belt
 Rear rollaway: 2 x 250 mm egg belt
 Egg belt: perforated or woven
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RDE-58 Flatroof
FLAT PATTERN
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Valego RDE-58 Nest System (Flat Top)
• Rack-Drive Expulsion (RDE) System
• Panel follows the slope of the nest pad
• Nest section dimensions 
   • RDE-58: 94.49 x 67.72 in.
     (2400 x 1720 mm)
• Nest space  
   • RDE-58: 46.65 x 22.83 in., 4,260 in2

     (1185 x 580 mm, 2.75 m2) 
• Rear rollaway: 2 x 9.84 in.
  (2 x 250 mm) egg belt 
• Egg belt: perforated or woven 
• Roof: single or multiple
Flat top standard size: 78.74 in. (2000 mm)  
Optional size available on request: 70.87 in. (1800 mm)

Valego RDE-58 Nest System (A Top)
• Rack-Drive Expulsion (RDE) System
• Panel follows the slope of the nest pad
• Nest section dimensions 
   • RDE-58: 94.49 x 67.72 in.
     (2400 x 1720 mm)
• Nest space  
   • RDE-58: 46.65 x 22.83 in., 4,260 in2

     (1185 x 580 mm, 2.75 m2)
• Rear rollaway: 2 x 9.84 in.
  (2 x 250 mm) egg belt 
• Egg belt: perforated or woven 
• Roof: single or multiple

Valego MFE Nest System
• Moveable-Floor Expulsion (MFE) System
• Nest section dimensions 
   • MFE-52: 94.49 x 62.40 in.
     (2400 x 1585 mm)
• Nest space, KAT regulations compliant 
   • MFE-52: 46.65 x 20.47 in., 3,810 in2

     (1185 x 520 mm, 2.46 m2)
• Front rollaway: 2 x 9.84 in. 
   (2 x 250 mm) egg belt 
• Rear rollaway: 2 x 9.84 in.
  (2 x 250 mm) egg belt 
• Egg belt: perforated or woven 

Volito B.V. (www.volito.com) is a subsidiary of Chore-Time Europe B.V. 

A DIVISION OF CTB, INC.
A BERKSHIRE HATHAWAY COMPANY

Visit our website to find your independent authorized Chore-Time distributor.

www.choretime.com

USA Netherlands Poland
+1 574-658-4101 +31 (0)77-3241070 +48 (0)61-8197060

choretime@choretime.com info@choretime.nl info@choretime.pl

Complete Production Equipment for Broilers, Breeders, Turkeys and Eggs
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